
MINI GAGA is a fixture in small simple design with
IP65 rating which allowed to be used in a humid areas.
Wide distribution creates a more comfortable environment.
Suitable for hotel, bathroom, kitchen application.

MINI GAGA (EU)
MINI GAGA
SERIES

Shape

Light distributions

Mountings

Round
55

Recessed
Trimless

Recessed
Trim

Downlight Adjustable

(EU)
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MINI GAGA is a fixture in small simple design with
IP65 rating which allowed to be used in a humid areas.
Wide distribution creates a more comfortable environment.
Suitable for hotel, bathroom, kitchen application.

MINI GAGA (EU)
MINI GAGA
SERIES

Shape

Light distributions

Mountings

Round
55

Recessed
Trimless

Recessed
Trim

Downlight Adjustable

(EU)
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MINI GAGA-55-RTF-IP65-2 MINI GAGA-55-RTA-IP65-2 MINI GAGA-59-RTLF-IP65-2 MINI GAGA-59-RTLA-IP65-2

LED Consumption                      7W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                                50°

CCT                                            3000K

CRI                                             90+  

Article number                  1818.142

LED Consumption                      7W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                                50°

CCT                                            3000K

CRI                                             90+  

Article number                  1818.143

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

48 48

 25° 

25°IP65

IP20

IP65

IP20

IP65

IP20

LED Consumption                      7W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                                50°

CCT                                            3000K

CRI                                             90+  

Article number                  1818.239

LED Consumption                      7W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                                50°

CCT                                            3000K

CRI                                             90+  

Article number                  1818.240

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

64 64

25°IP65

IP20

 25° 

Ø2.17" (Ø55mm)

Ø1.3" (Ø33mm)

2.52"
(64mm)

2.52"
(64mm)

2.52"
(64mm)

2.52"
(64mm)

Ø2.17" (Ø55mm)

Ø1.1" (Ø28mm)

Ø3.74" (Ø95mm) Ø3.74" (Ø95mm)

Ø2.32" (Ø59mm) Ø2.32" (Ø59mm)

Baffle :
Black White

Colours :
Black White

Baffle :
Black White

Colours :
Black White

Baffle :
Black White

Colours :
Black White

Baffle :
Black White

Colours :
Black White
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MINI GAGA-55-RTF-IP65-2 MINI GAGA-55-RTA-IP65-2 MINI GAGA-59-RTLF-IP65-2 MINI GAGA-59-RTLA-IP65-2

LED Consumption                      7W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                                50°

CCT                                            3000K

CRI                                             90+  

Article number                  1818.142

LED Consumption                      7W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                                50°

CCT                                            3000K

CRI                                             90+  

Article number                  1818.143

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

48 48

 25° 

25°IP65

IP20

IP65

IP20

IP65

IP20

LED Consumption                      7W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                                50°

CCT                                            3000K

CRI                                             90+  

Article number                  1818.239

LED Consumption                      7W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                                50°

CCT                                            3000K

CRI                                             90+  

Article number                  1818.240

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

64 64

25°IP65

IP20

 25° 

Ø2.17" (Ø55mm)

Ø1.3" (Ø33mm)

2.52"
(64mm)

2.52"
(64mm)

2.52"
(64mm)

2.52"
(64mm)

Ø2.17" (Ø55mm)

Ø1.1" (Ø28mm)

Ø3.74" (Ø95mm) Ø3.74" (Ø95mm)

Ø2.32" (Ø59mm) Ø2.32" (Ø59mm)

Baffle :
Black White

Colours :
Black White

Baffle :
Black White

Colours :
Black White

Baffle :
Black White

Colours :
Black White

Baffle :
Black White

Colours :
Black White
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MINI GAGA-55-RTF-IP65-1 MINI GAGA-55-RTA-IP65-1 MINI GAGA-59-RTLF-IP65-1 MINI GAGA-59-RTLA-IP65-1

LED Consumption                      9W

Current                                       250 (mA)

Lumen                                        922 (lm)

Beam Angle                                50° (Reflector)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.241

LED Consumption                      9W

Current                                       250 (mA)

Lumen                                        922 (lm)

Beam Angle                                50° (Reflector)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.242

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

64 64

20°IP65

IP20

IP65

IP20

 20° 

LED Consumption                      9W

Current                                       250 (mA)

Lumen                                        922 (lm)

Beam Angle                                50° (Reflector)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.164

LED Consumption                      9W

Current                                       250 (mA)

Lumen                                        922 (lm)

Beam Angle                                50° (Reflector)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.165

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

20°IP65

IP20

IP65

IP20

48 48

 20° 

3.54"
(90mm)

3.54"
(90mm)

3.54"
(90mm)

3.54"
(90mm)

Ø2.17" (Ø55mm) Ø2.17" (Ø55mm)

Ø3.74" (Ø95mm) Ø3.74" (Ø95mm)
Ø2.32" (Ø59mm) Ø2.32" (Ø59mm)

Ø1.1" (Ø28mm) Ø1.3" (Ø33mm)

Baffle :
Black White

Colours :
Black White

Baffle :
Black White

Colours :
Black White

Baffle :
Black White

Colours :
Black White

Baffle :
Black White

Colours :
Black White
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MINI GAGA-55-RTF-IP65-1 MINI GAGA-55-RTA-IP65-1 MINI GAGA-59-RTLF-IP65-1 MINI GAGA-59-RTLA-IP65-1

LED Consumption                      9W

Current                                       250 (mA)

Lumen                                        922 (lm)

Beam Angle                                50° (Reflector)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.241

LED Consumption                      9W

Current                                       250 (mA)

Lumen                                        922 (lm)

Beam Angle                                50° (Reflector)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.242

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

64 64

20°IP65

IP20

IP65

IP20

 20° 

LED Consumption                      9W

Current                                       250 (mA)

Lumen                                        922 (lm)

Beam Angle                                50° (Reflector)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.164

LED Consumption                      9W

Current                                       250 (mA)

Lumen                                        922 (lm)

Beam Angle                                50° (Reflector)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.165

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

20°IP65

IP20

IP65

IP20

48 48

 20° 

3.54"
(90mm)

3.54"
(90mm)

3.54"
(90mm)

3.54"
(90mm)

Ø2.17" (Ø55mm) Ø2.17" (Ø55mm)

Ø3.74" (Ø95mm) Ø3.74" (Ø95mm)
Ø2.32" (Ø59mm) Ø2.32" (Ø59mm)

Ø1.1" (Ø28mm) Ø1.3" (Ø33mm)

Baffle :
Black White

Colours :
Black White

Baffle :
Black White

Colours :
Black White

Baffle :
Black White

Colours :
Black White

Baffle :
Black White

Colours :
Black White
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